
 
OUR CAPABILITIES 

PROCESS	DESCRIPTION	&	TANK	SIZES	
ANODIZING:	

(all	are	10’	x	4’	x	5’	except	Type	II,	Class	II	colors	other	than	black.)	

Anodize-	Clear,	Type	II,	Class	I	

Anodize-	Thin	Film,	Type	II	B	

Hard	Anodize,	Type	III,	Class	I	and	Class	II	

Chromic	Acid	Anodize,	Type	I	

Conversion	Coating,	Type	I,	Class	1A	and	Class	III	

Conversion	Coating,	Type	II,	(Trivalent)	

Anodize-	Dyed,	Type	II,	Class	II	–	10’	x	2’	x	5’	

(Colors:	black,	red,	blue,	purple,	pink,	gold,	orange)	

OPTIONS:	
Masking	w/Plugging	Holes	•	Dual	Seal	•	Strip/Heavy	Etch	Only	•	PTFE	

•	Brightening	
	

ELECTROPLATING	&	OTHER:	
(all	are	8’	x	32”	x	54”)	

Zinc	Plating,	Rack	-Yellow	Chromate	

Zinc	Plating,	Rack	-Clear	(Trivalent)	Chromate	



Zinc	Plating,	Rack	-Olive	Drab	Chromate	

Zinc	Phosphate	

Electroless	Nickel	

Electroless	Nickel	with	PTFE	

Passivation/Nitric	Acid-	Method	1,	Types	1,2,3,6,7,8	

Passivation/Citric	Acid-	Method	2	

	

COATINGS:	
CARC	paint		•		Solid/Dry	Film	Lube	

	
	


